
COMPARISON SPEC.
 NOVA 2.0 / ARIS / PEGASUS

www.labino.com

NOVA 2.0 SPECIFICATION
Country of origin: Sweden

Color
Wavelength 

(nm)
Output 

Power (mW)
Output 

Power (lm)
Irradiance µW/cm² 

(38.1 cm)
Beam diameter (cm)

(50%/10%)
Battery running 

time (h:min)

UV 365 640 N/A 12 000 8.7 (>1000 µW/cm²) 4:00

Purple 405 650 N/A 20 000 11.4 (>1000 µW/cm²) 3:45

Blue 450 760 40 1 600 10 / 28 5:00

Cyan 505 330 110 2 900 12 / 24 4:00

Green 525 280 145 1 350 12 / 23 4:45

Amber 590 490 130 2 200 13 / 27 5:30

Red 620 400 90 2 000 13 / 23 7:00

White 7000K 540 200 1 000 17 / 43 5:00

ARIS SPECIFICATION
Country of origin: Sweden

Color
Wavelength 

(nm)
Output 

Power (W)
Output 

Power (lm)
Irradiance µW/cm² 

(38.1 cm)
Beam diameter (cm)

(50%/10%)
Battery running 

time (h:min)

UV 365 2.0 N/A 4 000 13 / 20 3:10

Blue 455 3.1 210 8 000 11 / 26 2:15

Green 530 1.4 660 4 000 12 / 28 2:45

Amber 590 0.85 440 2 000 13 / 28 4:10

PEGASUS SPECIFICATION
Country of origin: Sweden

Color
Wavelength 

(nm)
Output 

Power (W)
Output 

Power (lm)
Irradiance µW/cm² 

(38.1 cm)
Beam diameter (cm)

(50%/10%)
Battery running 

time (h:min)

UV 365 5.1 N/A 22 000 11 / 21 4:30

Blue 455 6 320 7 200 15 / 33 5:30

Cyan 505 2.6 880 7 000 14 / 30 6:00

Green 530 2.2 1160 6 800 13 / 29 5:45

Amber 590 3.9 1040 6 800 14 / 34 5:30

Red 625 3.2 720 10 000 13 / 28 8:15

White 5700K 4.3 1280 6 200 13 / 28 5:30


